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ONE PART #. ONE STEP. TOTAL EFFICIENCY.  

SEAMLESS INTEGRATION 

IMPROVED INSTALLER EXPERIENCE  

U.S. MLPE MOUNT
DESIGNED FOR A MORE EFFICIENT MLPE MOUNTING & GROUNDING INSTALLATION 
EXPERIENCE FOR THE NXT UMOUNT® RAIL-BASED SYSTEM. 
NOW AVAILABLE AS A DOMESTIC CONTENT RAIL-BASED SOLUTION, IT SIMPLIFIES 
GROUNDING AND MLPE ATTACHMENT INTO ONE STREAMLINED STEP, REDUCING 
TIME AND PARTS ON EVERY PROJECT.

•	 Integrates the MLPE mount and the ground lug into a 
single SKU, reducing the number of parts and simplifying 
the installation process. 

•	 The only dual-function solution available in the market 
proprietary to Unirac. 

•	 No extra hardware required, provides both grounding and 
microinverter attachment in one application.

•	 Domestic Content Compliant, supports projects with 
domestic sourcing requirements.

•	 Fully compatible with NXT® UMOUNT Standard Rail & 
NXT UMOUNT® HD Rail. 

•	 Easily slides within the rail channel for quick positioning.

•	 Zero interference with NXT UMOUNT® Rail Splice, 
maintains full ability to slide along the rail channel. 

•	 The same NXT UMOUNT® MLPE mount installers 
know now with an improved installation design. 

•	 Easily installs into the rail channel with a twist-in 
method.

•	 Features a full size ½” bolt head for consistent tool 
size across the system. 

•	 Pairs with the full suite of NXT UMOUNT® E-BOSS 
Wire Management Solutions. 

FULL SIZED ½” BOLT HEAD

TWISTS INTO 
RAIL CHANNEL

RAIL-MOUNTED FOR NXT SYSTEM 


