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UL 2703A
CONFORMS TO

The flexible butyl provides cushioning while conforming to the 
rough shingle surfaces, gaps, and screws. The butyl is driven into 
the pilot hole while the screw is lagged and secured to the roof; 
creating a long-term seal.  

Meets the UL 2703A Standard - UL certifications are more than 
a stamp of approval, they’re proof that attachments have been 
tested to perform under real-world conditions. 

UL 2703A is the new benchmark for roof attachment flashing, 
particularly for polymer and butyl-based products used on low-
slope or membrane roofs. It tests tear strength, UV exposure, 
thermal cycling, impact strength, and water penetration to ensure 
long-term waterproofing performance. 

INTEGRATED BUTYL FLASHING SYSTEM 

FLEXIBLE BUTYL SEALING 

INSTALLS ON

HIGH-PERFORMANCE WATERTIGHT SEAL 

STRONGHOLD® BUTYL & SOLARMOUNT® BUTYL feature an integrated 
flashing system that utilizes a flexible pre-applied butyl sealant to flash 
the roof. It’s a non-metal flashing solution that eliminates the need to pry 
up shingle courses to install traditional flashing. 

BUTYL ROOF 
ATTACHMENTS 

METALCOMPOSITION
SHINGLE

MEMBRANE
SYSTEMS

FLAT ROLLED 
COMPOSITE

Compatible with multiple pitched and low slope roof types including:

Attachments can be installed at an air temperature 
as low as 0° F and up to 180°F and will maintain 
performance in temperature ranges of -40° F to 190° F. 

The butyl is driven into the 
pilot hole while the screw is 

lagged down to the roof.
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SIMPLIFIED 1-2-3 INSTALLATION
Peel, place, and secure directly onto shingles, eliminating 
separate flashings, pry bars, extra sealants, or disruption to the roof.

DUAL MOUNTING OPTIONS
•	 Supports both rafter and direct-to-deck installations. 
•	 Uses two screws for rafter mounting or four screws for     

deck mounting.

BUILT-IN FLEXIBILITY FOR RAFTER MISSES 
Simply leave the first screw and secure a second screw on the 
same side aiming for the rafter. Only two screws in the rafter   
are required to create a secure rafter installation. 

DURABLE & RELIABLE DESIGN 
Installs seamlessly over shingle steps up to 1/8”.  
No extra butyl shims required. 

CLEANER INSTALLS, LESS MESS 
Butyl minimizes the spread and dramatically reduces the mess 
normally experienced from traditional sealants and 
non-hardening sealants, so tools and safety gear stay clean and 
ready for the next install. 

COMPLETE KIT CONVENIENCE
Fully kitted with all required hardware: 
screws + rail connections

CONQUERS UNEVEN SHINGLES
Uneven shingles? No problem. Additional butyl shims allow fast 
installation over shingle steps greater than 1/8”, so you can keep 
moving without cutting or modifying a single shingle.

BUTYL ROOF ATTACHMENTS 
FEATURES AT-A-GLANCE 
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Compatible with the 
SOLARMOUNT® system 

Both rafter and direct-to-
deck mounting 

Compatible with the 
NXT UMOUNT® system 

Open slot design 
enables the rail clamp 
to drop in and level 
the rail effortlessly, 
without tools.

Pre-applied butyl


